
Generated on: 25.08.2020  // The specified information and data are typical for the described device. Each specification 
may change without prior notice. You will find the latest information about our products at: www.ganzeinfach.de. 
More details can be found in our download area at: downloads.ganzeinfach.de

TECHNICAL INFORMATION

BASIC INFORMATION

Dimensions 150 mm x 70 mm x 95 mm

Weight 240 g

Material ABS

Colour black-orange

Scope of delivery • Brandson Irrigation Control
• 1 inch connection adapter

DETAILED DESCRIPTION

Type of battery 2x 1.5V AA battery

Watering time (minutes) o for 12 hours: 2, 7, 15, 30 or 45 minutes 

o for 24 hours: 5, 15, 30 or 60 minutes

o for 48 hours: 15, 30 or 60 minutes

Connections • Water connection 3/4" (input/without adapter)
• 3/4" hose connection (outlet); 1/2" adapter from 3/4 to 1/2 inch

Product features •  Simple, intuitive operation via two rotary knobs and one Enter button
•  Adjustable watering cycles (hours: 12, 24, 48)
•  Delay function, from one to a maximum of 23 hours
•  Manual mode ("ON" / "OFF")
•  14 LED lamps indicate the selected mode
•  With adapter to 1/2 inch
•  Batteries in water protected compartment (not included)
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Erstellt am 25.08.2020 / / Die angegebenen Informationen und Daten sind typisch für das beschriebene Gerät. Jede Spezi-
fikation kann sich ohne vorherige Ankündigung ändern. Für neue Informationen über unsere Produkte gehen Sie bitte auf: 
www.ganzeinfach.de.

TECHNISCHE INFORMATIONEN

BASIS-INFORMATIONEN

Abmessungen 150 mm x 70 mm x 95 mm

Gewicht 240 g

Material ABS

Farbe Schwarz-orange

Lieferumfang • Brandson Bewässerungssteuerung
• 1 Zoll Anschlussadapter

DETAILLIERTE SPEZIFIKATIONEN

Batterietyp 2x 1,5V AA Batterie

Bewässerungsdauer (Minuten) o bei 12 Stunden: 2, 7, 15, 30 oder 45 Minuten 

o bei 24 Stunden: 5, 15, 30 oder 60 Minuten

o bei 48 Stunden: 15, 30 oder 60 Minuten

Anschlüsse • Wasseranschluss 3/4” (Eingang/ohne Adapter)
• Wasserauslass 3/4” (Ausgang/ohne Adapter)

Produkteigenschaften

•  Einfache, intuitive Bedienung über zwei Drehregler und einen Enter-Knopf
•  Einstellbare Bewässerungszyklen (Stunden: 12, 24, 48)
•  Delay-Funktion, von einer bis maximal 23 Stunden
•  Manueller Modus („ON“ / „OFF“)
•  14 LED-Lampen zeigen den gewählten Modus an
•  Mit Adapter auf 1/2 Zoll
•  Batterien im wassergeschützten Fach (nicht im Lieferumfang enthalten)
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